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COLOUR COMEC offers the opportunity to customize both your equipment and production lines with 
your desired colours, in order to support your own corporate design.
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         Type                Diameter                                                                            Dimensions in mm                                                                    Output            Power requ.         Weight  
                                                        L         W          H          A          B          C          D          E          F          G           I           M         N              m3/h                   kW                     kg

4810
5185
5780
6945
6065
6380

2000
2000
2400
2400
2000
2400

2160
2160
2560
2560 
2160
2560

2110
2110
2510
2510
2110
2510

1410
1410
1660
1660
1410
1660

195
195
220
220
195
220

620
620
805
805
620
805

485
485
485
485
485
485

1170
1170
1360
1360
1170
1360

4015
4390
4860
6020
5100
5720

500
700

1000
1300
750

1000

2000
2000
2000
2000
2000
2000

385
500
650

1000
500
650

280
280
300
300
280
300

16
30
50
70
30
50

1,5
2,2
4

7,5
3

5,5

2945
3325
4640
6200
3840
5200

LT 2050/2
LT 2075/2
LT 2410/2
LT 2413/2
LT 2075/3
LT 2410/3

3456
4710
5185
5415

2000
2000
2400
2400

2160
2160
2560
2560

2110
2110
2510
2510

1410
1410
1660
1660

195
195
220
220

620
620
805
805

485
485
485
485

1230
1230
1420
1420

3397
3650
3950
4222

500
750

1000
1300

2000
2000
2000
2000

-
-
-
-

280
280
300
300

16
30
50
50

1,5
2,2
3
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2420
2590
3610
4075

                                                                                           

         Type                Diameter                                                                            Dimensions in mm                                                                    Output            Power requ.         Weight  
                                                        L         W          H          A          B          C          D          E          F          G           I           M         N              m3/h                   kW                     kg

ST 2050
ST 2075
ST 2410
ST 2413

Technical data

Technical data

SERIES ST/LT
BUCKET WHEEL / SAND TRAP


